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PowerSuite Professional
Computer recommended specifications

PC with Pentium IV class processor 2.4 GHz.

Microsoft Windows™ 2000 or later operating system

128 MB of RAM (256 MB recommended)

100 MB of free hard disk space for a typical installation.

CD-ROM Drive.

VGA or higher-res monitor, minimum 800 x 600   
resolution.

Microsoft Mouse or compatible pointing device.

A default printer also needs to be made available for   
viewing/editing of certificates and reports.

If downloading testers are going to be used on your PC, then 
at least one RS232 communications port (preferably COM1 
to COM4) or one USB port with USB-Serial adapter will need 
to be available.

PowerSuite Professional SME
Supported Networks

PowerSuite Professional runs on all standard
Windows® network installations such as:

Windows NT

Windows 2000 (or later)

Windows XP

Windows Server 2003

Windows 7

A shared data folder is required on the server with full read, 
write and create privileges for all users running PowerSuite 
Professional from a networked PC.

Ultra Mobile
Recommended System Requirements

Mobile Devices

Windows Mobile 2005, Windows Mobile 6 for Smart-  
phones and Symbian S60 Version 3 devices (Windows 
Mobile 6 recommended)

64 MB of RAM

Docking cradle or USB cable

Mobile device synchronisation software (Microsoft   
ActiveSync synchronisation software for Windows Mobile 
6 devices)

Integrated Bluetooth or Bluetooth adapter (for Megger 
MFT1553/MFT1730 real time result capture)

Computer

50MB of free hard disk space on PC for Ultra Mobile   
program installation.

 CD-ROM drive.

PowerSuite Professional software installed

Pentium IV class processor 2.4 GHZ

Microsoft Windows XP operating system recommended 
with 256 MB RAM

VGA or higher monitor, min 800 x 600

Microsoft Mouse or compatible pointing device

Default printer for viewing/printing certificates

Technical Support
Telephone support is available to all Megger PowerSuite 
Professional users. Telephone lines are open 08.15 - 5.00 pm-
Monday to Thursday and 08.15 to 4.00 pm Friday.

Bespoke Modifications

Certificates

 Reports

Program Modifications

Plug-ins

Training
A range of 1 and 2-day training courses are available. All 
variants of the PowerSuite Professional, Ultra Mobile and the 
use of the Megger PAT4.
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